
PLANKING SYSTEM

VITRAFIX SUPPORT SUB-STRUCTURE

INSULATION
(A1-EUROPEAN FIRE CLASSIFICATION)

WINDOW SILL UNIT

INSULATION

Z SUPPORT BRACKET

VAPOUR CONTROL/
BREATHER MEMBRANE
SUBJECT TO PROJECT SPECIFIC REQUIREMENTS

(A1-EUROPEAN FIRE CLASSIFICATION)

HORIZONTAL OPEN STATE
FIRE CAVITY BARRIER
FIRE CAVITY BARRIER AND SPECIFICATION
SUBJECT TO BUILDING REGULATION AND
PROJECT SPECIFIC REQUIREMENTS - TO BE
DETERMINED BY THE PROJECT SPECIFIC
DESIGN TEAM

CONTINUOUS FIRE RATED
PLANK INFILL

DRAIN / VENT

CONTINUOUS ALUMINIUM ANGLE

VENT

FIXED TO PLANK TO SECURE INFILL

PLANKING SYSTEM TO WINDOW UNIT

SHEET        OF
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THESE DETAILS ARE LIMITED TO THE GENERALISED DESIGN
SPECIFICATION FOR THE PRODUCTS SHOWN AND ARE INTENDED
FOR USE BY A TECHNICALLY SKILLED PERSON ONLY - ANY USE OF
THE SAME IS AT THEIR OWN DISCRETION AND RISK.
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