
VITRAFIX SUPPORT
SUB-STRUCTURE

PLANKING SYSTEM VAPOUR CONTROL/
BREATHER MEMBRANE
SUBJECT TO PROJECT SPECIFIC
REQUIREMENTS

VERTICAL CLOSED STATE FIRE CAVITY BARRIER
FIRE CAVITY BARRIER AND SPECIFICATION SUBJECT TO
BUILDING REGULATION AND PROJECT SPECIFIC
REQUIREMENTS - TO BE DETERMINED BY THE PROJECT
SPECIFIC DESIGN TEAM

INSULATION
 (A1-EUROPEAN FIRE CLASSIFICATION)

CONTINUOUS FIRE RATED
PLANK INFILL

ALUMINIUM 'Z' SUPPORT RAIL

CONTINUOUS ALUMINIUM ANGLE
FIXED TO PLANK TO SECURE INFILL

LOCAL FIRE RATED
INFILL

VERTICAL CLOSED
STATE FIRE CAVITY
BARRIER NOTCHED
AROUND REAR OF 'Z'

CONTINUOUS FIRE
RATED PLANK INFILL

SHEET        OF
UNLESS OTHERWISE
SPECIFIED, DIMENSIONS
ARE IN MILLIMETRES
ANGLES ±
2PL ±
3PL ±
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THESE DETAILS ARE LIMITED TO THE GENERALISED DESIGN
SPECIFICATION FOR THE PRODUCTS SHOWN AND ARE INTENDED
FOR USE BY A TECHNICALLY SKILLED PERSON ONLY - ANY USE OF
THE SAME IS AT THEIR OWN DISCRETION AND RISK.

P A R T  OF  T H E  F A I R V I EW  GRO U P

Bridgwater, Somerset, TA6 4FJ
tel: 0844 800 7131  

Dunball House, Unit N

email: enquiries@valcan.co.uk

Woodlands Court Business Park
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